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OPTIX SUPER 
EXTRUDED HIGH IMPACT POLYMETHYL 
METHACRYLATE (PMMA) SOLID SHEETS
Bright  clarit y, excellent  t ransparency and easy to thermoform. The OPTIX SUPER sheets provide long-life 
UV resistant  products for a broad range of applicat ions. Especially where good mechanical propert ies 
are required.

Sheets are produced accord ing to ISO 7823-2:20 0 3 standard.

MAIN ADVANTAGES 
•  Highly t ransparent , > 90 % light  t ransmission

•  Low  haze 

•  Half weight  of g lass.

•  Good impact  resistance - several grades availab le.

•  Excellent  color stabilit y

•  Proved weather resistance. Life-long UV-resistant .

•  10 -year lim ited warranty

•  Excellent  for thermoforming

•  Easily machined, polished and reshaped

•  Easily g lue bonded

•  Cold curving capabilit y

•  No carcinogenic or hazardous substances

•  Non-toxic fumes emit ted in f ire, f ires can be easily ext inguished w ith water

•  Environment  friendly-10 0 % recyclable 

•  REACH and RoHS declarat ions.

APPLICATIONS

Sign box Colored t ransparent  

sheets

P.O.P. /  P.O.S.Light  domes Glazing Part it ions

Canopies
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Embossing Patterns
OPTIX SUPER sheets are availab le w ith d if ferent  embossing pat terns 
( lim ited to specif ic thicknesses and sizes)

Aqua Pinspot Cracked Ice

Non Reflect ive G-Tech K-12

Dimensions 
Thickness 0 .70  – 20 .0  mm

W idth  10 0 0 , 1220  and 20 50  mm

Length  60 0  – 60 0 0  mm

All sheets are also availab le cut  to size, accord ing to customer requirements.

Colors  Transparent , w hite opaque, opal, d if fusers, b lack, grey, green, brown, b lue and red.

Grades  Several grades w ith d if ferent  impact  resistance are availab le. See typ ical propert ies tab le.
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OPTIX® is a registered t rademark of PLASKOLITE LLC

These suggest ions and data are based on informat ion we believe to 
be reliab le. They are o� ered in good faith, but  w ithout  guarantee, as 

condit ions and methods of use are beyond our cont rol. We recommend 

that  the prospect ive user determines the suitab ilit y of our materials and 

suggest ions before adopt ing them on a commercial scale.
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